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innovative technology housed in elegant design.

The integration of new technology combined with nearly 100 years of 

experience in the innovation of espresso machines has allowed La 

Marzocco to reimagine the coffee grinder. The Swan combines patented 

technology to remove static, ensures absolute burr consistency, improves 

dose consistency by measuring the rotational position of the burrs, 

reduces heat with an efficient burr design and belt driven motor, 

improves workflow with automatic actuation, and uses the same interface 

and clear language as many other La Marzocco espresso machines.

Specifications

Burr Type Conical (La Marzocco Design)

Hopper Capacity (kg/lbs) 1.7 / 3.75

Grind Adjustment Stepless

Burr Diameter 83mm

Grinding Speed (rpm) 100, 150, 200

Programmable Dose Yes

Height (cm/in) 54.1 / 21.3

Width (cm/in) 23 / 9,1

Depth (cm/in) 47,8 / 18.8

Weight (kg/lbs) 25 / 55.1

Electrical Specifications ETL (USA): 120V, 8.5A, 60Hz Single Phase

KC (Korea): 220V, 6A, 60Hz Single Phase

CB (Rest of World): 220-240V, 6A, 50-60Hz Single Phase

Wattage 1020 (120VAC)

1320-1440 (220-240VAC)


